
Hydraulic lever-type CylinderHydraulic lever-type Cylinder • Bore:ø25-ø40mm  • Pmax:140kg/cm2

Line type Manifold type

Dimensional table

HLB 

Clamping Port

Unclamping Port
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B

• Bore:ø25-ø40mm  • Pmax:140kg/cm2

•

•

•

Product Introduction 
•

• The cylinder barrel and clamping mechanism are manufactured from structural

• Clamping arm : material S45C hardness HRC26˚~30˚

carbon steel for maximum durability and long service life. 

Specifications

Bore of cylinder mm ø25 ø32 ø40

Piston rod diameter mm ø18 ø20 ø25

Total stroke mm 25 25 30

/ Pressure area pull/push cm2 2.37 / 4.91 4.9 / 8.04 7.66 / 12.57

Theoretical clamp 100kg/cm2 388 603 955

Fluid Filtered hydraulic oil

Operation pressure range 5-105Kg/cm2

Acting type Double acting

Ordering Code

HLB 

HLB MF 25

Series Type Bore of Cylinder

mc/gK041erusserp noitarepo xaM 2

:
Blank: Line type

M:
M: Manifold type

MF
MF: Manifold with 
flow control

FA:
FA: Flange type 

FAM:
FAM: Flange with 
manifold

FCM:
FCM: Flange manifold 
with flow control

夾持力大於轉角缸，

壓板：材質S45C 硬度HRC26˚~30˚

This type of hydraulic cylinder, the clamping mechanism is the lever principle, 
the piston is pushed out in a clamping state, the clamping force is greater than 
that of the corner cylinder, and the main mechanism parts are installed outside 
the cylinder body, which is easy to maintain.

氣缸內徑

HLB-25
HLB-M25

HLB-32
HLB-M32

HLB-40
HLB-M40

108

129

81

  21

12

9

ø9

25

66.5

57

22

29.5

25

3

60

47

ø6.8-ø10.5x6.5D.

PT1/8

22

19

33.5

22

P7

124

146.2

92

  22.2

13

10

ø10

29

77

66

26

34

29

4

70

53

ø9-ø14x9D.

PT1/4

26

20.5

40

26

P8

103

122

76

  19

11

9

ø8

24

64

55

22

28

24

3

56

43

ø6.8-ø10.5x6.5D.

PT1/8

18

17

33

20

P7

Line type / Manifold
Line配管式 /M油路板型

25:ø25mm
32:ø32mm
40:ø40mm

Clamping force

Operation pressure(kg/cm2)
Bore of cylinder(mm) Pressure area(cm2)
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M

G
4

O-Ring

N1

C
3

C
2

C
1

C
2

C
1

15

N1

G2 G3
G1

F

G
4

ØD

G2 G3
G1

F

C
2 C

1
A

2
A

1

N
2

N
3

C
2 C

1

C
3

A

B

M

AB

H

ØD

H

15

J

J

J

J

A
1

A
2

N
4

E E

K

K

4-L
K

K

4-L

B B

H
:

H
:R

ai
se

 c
le

ar
an

ce

H
:

H
:R

ai
se

 c
le

ar
an

ce

TAIWAN AMAC CLAMP INDUSTRIAL CO., LTD.   TEL:886-4-2515 0011 FAX:886-4-2515 0022



Hydraulic lever-type CylinderHydraulic lever-type Cylinder • Bore:ø25-ø40mm  • Pmax:140kg/cm2

Line type Manifold type

Dimensional table

HLB 

Clamping Port

Unclamping Port

A

B

• Bore:ø25-ø40mm  • Pmax:140kg/cm2

•

•

•

Product Introduction 
•

• The cylinder barrel and clamping mechanism are manufactured from structural

• Clamping arm : material S45C hardness HRC26˚~30˚

carbon steel for maximum durability and long service life. 

Specifications

Bore of cylinder mm ø25 ø32 ø40

Piston rod diameter mm ø18 ø20 ø25

Total stroke mm 25 25 30

/ Pressure area pull/push cm2 2.37 / 4.91 4.9 / 8.04 7.66 / 12.57

Theoretical clamp 100kg/cm2 388 603 955

Fluid Filtered hydraulic oil

Operation pressure range 5-105Kg/cm2

Acting type Double acting

Ordering Code

HLB 

HLB MF 25

Series Type Bore of Cylinder

mc/gK041erusserp noitarepo xaM 2

:
Blank: Line type

M:
M: Manifold type

MF
MF: Manifold with 
flow control

FA:
FA: Flange type 

FAM:
FAM: Flange with 
manifold

FCM:
FCM: Flange manifold 
with flow control

夾持力大於轉角缸，

壓板：材質S45C 硬度HRC26˚~30˚

This type of hydraulic cylinder, the clamping mechanism is the lever principle, 
the piston is pushed out in a clamping state, the clamping force is greater than 
that of the corner cylinder, and the main mechanism parts are installed outside 
the cylinder body, which is easy to maintain.

氣缸內徑

HLB-25
HLB-M25

HLB-32
HLB-M32

HLB-40
HLB-M40

108

129

81

  21

12

9

ø9

25

66.5

57

22

29.5

25

3

60

47

ø6.8-ø10.5x6.5D.

PT1/8

22

19

33.5

22

P7

124

146.2

92

  22.2

13

10

ø10

29

77

66

26

34

29

4

70

53

ø9-ø14x9D.

PT1/4

26

20.5

40

26

P8

103

122

76

  19

11

9

ø8

24

64

55

22

28

24

3

56

43

ø6.8-ø10.5x6.5D.

PT1/8

18

17

33

20

P7

Line type / Manifold
Line配管式 /M油路板型

25:ø25mm
32:ø32mm
40:ø40mm

Clamping force

Operation pressure(kg/cm2)
Bore of cylinder(mm) Pressure area(cm2)

4.91

8.04

12.57

ø25

ø32

ø40

G2/G3

0.79

0.75

0.76

116

181

287

155

241

382

194

302

478

291

452

716

388

603

955

485

754

1194

543

844

1337

30 40 50 75 100 125 140

受壓面積 操作壓力油壓內徑

M

G
4

O-Ring

N1

C
3

C
2

C
1

C
2

C
1

15

N1

G2 G3
G1

F

G
4

ØD

G2 G3
G1

F

C
2 C

1
A

2
A

1

N
2

N
3

C
2 C

1

C
3

A

B

M

AB

H

ØD

H

15

J

J

J

J

A
1

A
2

N
4

E E

K

K

4-L
K

K

4-L
B B

H
:

H
:R

ai
se

 c
le

ar
an

ce

H
:

H
:R

ai
se

 c
le

ar
an

ce

TAIWAN AMAC CLAMP INDUSTRIAL CO., LTD.   TEL:886-4-2515 0011 FAX:886-4-2515 0022



Hydraulic lever-type Cylinder • Bore:ø25-ø40mm  • Pmax:140kg/cm2
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Dimensional table Dimensional table
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Hydraulic lever-type Cylinder • Bore:ø25-ø40mm • Pmax:140kg/cm2
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FAM法蘭型油路板
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Dimensional table Dimensional table
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